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Basic technical specification
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XCF2512K 2440 1200 8740
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Technical specifications
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Technical specifications

Cab

Engine

Transmi-
ssion

Drive
axle

Tires

Suspensi-
ons

Brakes

Steering

Standard equipment

The integrated design of driving and and
operating functions makes the appearance simple
and dynamic. Panoramic, low Instrument panel
and Ergonomically designed inner space bring
wide field of vision and comfortable experience.
Equipped with large screen display, the machine
is easy to use. The electric auxiliary hydraulic
drive tipping system makes the internal
maintenance convenient and fast.

TADS881VE, inline six-cylinder water-cooled
turbocharged electric-control diesel engine,
manufactured by Volvo Sweden;

Rated power 185kW/2200r/min,

max. torque 1160Nm/1350r/min;

Emission compliance: compliant with off-road

U.S. EPA Tier 4F/EU Stage V . .
TE series automatic transmission (with manual

shift) manufactured by DANA America, with 4
forward and 3 reverse gears available.

The speed control valve is a proportional control
valve, which is easy to operate. the speed control
and micro valve control adopt electronic control
1s adopted for the micro valve control, which
makes the driving and heavy load micro control
of forklift more accurate.

D91, German KESSLER heavy duty drive axle,
axle.Eequipped with a wet multi-disc travel
brake, the system is fully enclosed and
maintenance-free, which can adequately cope
with heavy working conditions and bring high
reliability and easy maintenance

6 diagonal tires, with large bearing capacity and
special heavy forklift pattern, are suitable for
various working conditions of counterweight
forklift products.

Tire specifications: 14.00-24-28PR.

Front axle is rigidly connected with frame for
high stability while driving with a container
suspended; rear axle is hinged with frame for
buffering road shock through the hinged
mechanism.

Service brake: wet disc brake, acting on the front
wheels. Automatic braking is available in case of
lower system pressure.

Parking brake: spring-loaded brake and
hydraulic-released independent disc brake, acting
on the front axle.

Rear axle full hydraulic power steering, steering
light and reliable. The minimum turning radius is
5890mm

Air
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High power, automatic cooling and heating

conditioner air conditioning

Hydraulie
system

Electric
System

Frame

Mast

Fork

Reverse
image

Reversing
radar
Weighing
system

The load sensitive hydraulic system of
variable pump not only ensures the rapid
lifting requirements during loading and
unloading operation, but also reduces the
continuous load of engine from the source,
which is truly efficient and energy-saving.
Adopted international famous brand products
the components of system are mature and
stable.

DC 24 V, negative ground, 2 batteries. There
are headlamps, reverse lamp and turn lamps
available in lighting system. Due to the CAN-
BUS bus control, the system is stable and safe
Fault display and convenient diagnostic
instrument socket greatly simplify the repair
and maintenance

Frame is made of fine grain high tension steel,
with anti-torsion large cross-section, strong
carrying capacity.

Finite element analysis and zero order design
optimization method adopted for key
structures ensure the strength and stiffness of
structural members.

The telescopic mast with wide field of vision
adopts anti twist design, which has good
operation performance, strong anti twist
ability and excellente vision

High strength forged fork.Side shift distance
fork,fort movement is driven by oil
cylinder,with the function of side shift
adjusting distance.

Additional equipment

The rear HD image can be seen on the
driver's indoor display through the camera
mounted on the rear of the vehicle

The sensor installed at the rear of the vehicle
will alarm when there 1s an obstacle behind it

The load is measured by detecting the
hydraulic pressure

The vehicle will automatically cut off the

Driving OPSpower without driving action, when the

Lifting Ops

operator leaves the seat

When the OPS operator of the mast leaves
the seat, the mast does not move

The details of each component of the product are
described above, for more details , please refer to the
product quotation.
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B8
Weight

RS
Product Model

XCF2512K

A=

Item
=
Unloaded
i 223
Rated load

T PR T EE SRR EE.

The axle loads listed in the table are the values when mast is vertical.

{EIERE
Working speeds

7] =

Item
TEFHERE
Lifting speed
TEERE
Lowering speed
TR

Traveling speed

SRS

Fork Specifications

7] =

Item
IS
Length

Width
=

Height

AU
Front Axle

16450kg

55350kg

=
Unloaded

310mm/s

300mm/s

26km/h

XCF2512K

2440mm

250mm

110mm

XCM6—XCF2

=
Rear Axle

20050kg

6150kg
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SEE
Total weight

36500kg

61500kg

e
Rated load

280mm/s

300mmy/s

25km/h
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Lifting capacities
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Fmis HERES
Product Model Rated Lifting Capacity

XCF2512K 25000kg

26

HEd
Load Center

1200mm

BEXEASE
Max. Lifting Height

4000mm

24
N
22 AN

20

N

18

J
LIFITING CAPACITY/t

16

T~

14

0 1200 1400 1600 1800 2000 2200 2400

2 a7 L /mm
LOAD CENTER/mm
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I araniclcio

i e units XCF2512K
1 ZREACER Rated lifting capacity kg 25000
2 21K Overall length - 8740

L0
° E) Width(wheel) mm 3040
Overall width fpage
¢ Width(frame) L 3040
NEFHIRSE
> Min. mast height mm 3995
£5 =
6 | overall high Cab height mm 3650
RV SE
! Max. mast height mm 5995
8 i 2B Wheelbase mm 4250
9 i £ BE Front overhang m 1070
10 Bil % 1B Track(front) o 2200
L f& % 8E Track(rear) — 2140
= N 2R T
2 EI?/I/'J\%%@E? Under mast(unloaded/rated load) mm 250
in. groun —
clearance ZELRTER
13 Middle of truck(unloaded/rated load) mm 350
THEEASE
' Max. lifting height L. 4000
Bl (Bi/e) :

19 Mast tilting(forwards/backwards) () 6/10

16 EH & Dead weight kg 36500
TR AEETHERE

17 Max. lifting speed(unloaded) mm/s 310
R AR THEE

8 Max. lifting speed(rated load) mm/s 280
FTHEK EERE

19 Max. lowering speed(unloaded) mm/s 300
BN IR

20 Max. lowering speed(rated load) mm/s 300

= ZI=AN |2/

21 BESHE . 5890

Min. turning radius
BT TIEE
2 Travelling speed(unloaded) km/h 26
WIS TIRE
23 Travelling speed(rated load) km/h 25
B ATCHE :
24 Max.grade-ability % 27
R AES |
25 Max. drawbar pull(rated load) kN 242
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FEREMHPMAE
Main parts list
FS 2
NO. Name

1 |%&5h#) Engine

2 |ZmEFE Transmission

3 |3Ezh#l Drive Axle

4 |4HE Tire

5 |EH= Cab

6 |EZRmain pump

7 |FE#@main valve

8 |4%[AIEEsteering gear

10

B S
Model

TADS8IVE
DANA TE
Kessler D91
14.00-24-28PR
XCF1606K.03
P1
K220

530
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rx
Manufacturer
I%EE Volvo
Sweden Volvo
=£[F Dana
America Dana

7= Kessler

Germany Kessler

TP RERBIRAT

Hongzhou Zhongee Rubber Co..Ltd
RMNETEOTURARAS)

Xuzhou XCMG Port Machinery Co.,Ltd
ESES T

America Paker

EERR

America Paker
PIRERF(FT)/ERAE]

Eaton Hydraulics Systems (Jining) Co., Ltd
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